
Series 3
Induced-Draft Combustion System

Factory-Packaged

48,000 to 190,000 Btuh Input

Natural Gas or Propane

Low water cut-off included

Versatile
• Induced-draft design allows sidewall
  or chimney venting

Inferred heat program providing
automatic adjustment of boiler water
temperature to match demand

Spark (intermittent) pilot system

Control module with indicator lights

Easy service
• One-piece access door
• All controls in easy reach

Cast iron sections with
built-in air separator

Compact Design

Insulated heavy-gauge steel jacket
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Series 3
GWI-048 48,000 41,000 35,000 84.0 1.5 3” 4” 3/4”

GWI-058 58,000 49,000 42,000 84.0 1.5 3” 4” 1”

GWI-090 90,000 77,000 66,000 84.0 2.1 3” 5” 1”

GWI-119 119,000 102,000 88,000 84.0 2.7 3” 5” 1”

GWI-158 158,000 135,000 117,000 84.0 3.3 3” 5” 1 1/4”

GWI-190 190,000 162,000 140,000 84.0 3.8 3” 6” 1 1/4”

GWA-048

GWA-058

GWA-090

GWA-119

GWA-158

GWA-190

• Low water cut-off included
for field installation

N93 W14635 Whittaker Way, Menomonee Falls, WI 53051
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